== PAAS

Piping and Automation Systems

C-PVC Diaphragm Valve Type 517
Flanged PP-V Ansi

A Double flow rate compared to predecessor

A Handwheel with built-in locking mechanism

A Valves can be actuated

SIZE PN | kv-value EPDM EPDM/PTFE
I/min CODE CODE
(Ap=1 bar)

15mm | 1/2" 10 125 163 517 712 | 163 517 732

20mm | 3/4" 10 271 163 517 713 | 163 517 733

25 mm 1" 10 481 163 517 714 | 163 517 734

32mm | 1.25" 10 759 163 517 715 | 163 517 735

40mm | 1.5" 10 1263 163 517 716 | 163 517 736

50 mm 2" 10 1728 163 517 717 | 163 517 737
Lift
SIZE D | D2 | D3 | D4 | D5]| L L2 H |HIL | H | ™ z |=Hx
15mm | 1/2" 65 | 65 | 95 | 60 | 16 | 130 | 25 | 73 | 14 | 12 | M6 | 96 | 7
20mm | 3/4" 80 | 65 | 105 | 70 | 16 | 150 | 25 | 81 18 | 12 | M6 | 114 | 10
25 mm 1" 88 | 87 | 115 | 79 | 16 | 160 | 25 | 107 | 22 | 12 | M6 | 122 | 13
32mm | 125" | 101 | 87 [ 140 | 89 | 16 | 180 | 45 | 115 | 26 | 15 | M8 | 140 | 15
40mm | 15" | 117 | 135 | 150 | 98 | 16 | 200 | 45 | 148 | 32 | 15 | M8 | 160 | 19
50 mm 2" 144 | 135 | 165 | 121 | 19 | 230 | 45 | 166 | 39 | 15 | M8 | 190 | 25

A DN80 & DN100 C-PVC Diaphragm valves
available on request

CPVC.19

1300 PIPING (1300 747 464)

The technical data are not binding and not expressly warranted characteristics of the goods.

They are subject to change. Our general conditions of sale apply.

www.paas.com.au






