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Size		 Description	 Code	

DN15	 PVC-U	Back	Pressure	Valve	FPM,	Double	Union	 BPU050-P	
DN20	 PVC-U	Back	Pressure	Valve	FPM,	Double	Union	 BPU-075-P	
DN25	 PVC-U	Back	Pressure	Valve	FPM,	Double	Union	 BPU-100-P	
	 	 	
DN15	 CPVC	Back	Pressure	Valve	FPM,	Double	Union	 BPU050-C	
DN20	 CPVC	Back	Pressure	Valve	FPM,	Double	Union	 BPU-075-C	
DN25	 CPVC	Back	Pressure	Valve	FPM,	Double	Union	 BPU-100-C	

§ Available	in	PVC	and	C-PVC	
§ Small	Compact	footprint	
§ Adjustable	Pressure	Settings	
§ Anti-Siphon	Function	
§ Composite	PTFE/EPDM	Diaphragm	
§ Completely	machined	body	
§ No	seals	or	glued	connections	
§ Union	style	connections	

Griffco’s	new	unibody	valve	is	the	latest	innovation	to	ensure	increased	leak-free	reliability	in	rigorous	service	
or	municipal	and	industrial	applications	

The	chemical	feed	system	is	safeguarded	by	either	applying	a	continuous	back	pressure	to	the	chemical	feed	
pump,	while	acting	as	an	anti-siphon	valve	or	allowing	for	system	pressure	relief	(2-port	only)	in	case	of	an	
upset	condition.		

Operation:	Back	Pressure	(Installed	in-line)	

	Griffco:	diaphragm	back	pressure	valves	apply	positive	discharge	pressure	to	a	metering	pump	system	to	
prevent	siphoning	and	eliminate	varying	dosage	rates	caused	by	fluctuating	downstream	pressure.	

The	diaphragm	is	held	against	the	seat	by	an	internal	spring.	When	the	preset	pressure	is	exceeded,	the	
diaphragm	is	forced	up	and	chemical	flows	through	the	valve	to	the	injection	point.	

Operation:	Pressure	Relief	(Installed	on	branch	of	main	line)	

Operates	when	the	pressure	in	the	chemical	system	exceeds	the	preset	pressure	of	the	valve.		

The	diaphragm	is	held	against	the	valve	seat	by	an	internal	spring.	When	the	preset	pressure	is	exceeded	the	
diaphragm	is	forced	up	and	the	chemical	flows	out	the	relief	port,	back	to	the	chemical	tank	or	suction	side	of	
the	pump.	

Back	Pressure	/		
Pressure	Relief	Valve	
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BPU	–	Back	Pressure	Valve	/	Pressure	Relief	Valve	

Connections	 Union	Socket	/	Optional	BSP-F	available	on	request	

Pressure	adjustment	 0.50	–	10	bar	

Flow	Rates	@10	bar	 Size	 Pulsating	lpm	 Continuous	lpm	
15	 15	 54	
20	 22	 115	
25	 36	 240	

Max	Temperature	 PVC:	60°C								C-PVC:	90°C						
Max	Operating	Pressure	@21°C	 15	bar	
Materials	of	Construction	
Diaphragm	 PTFE/EPDM	
O-Rings	 Viton	
Valve	Top	 Noryl	
Valve	Body	 PVC	/	C-PVC	
Union	End	 PVC	/	C-PVC	(ASTM/BS)	
Dimensions	

	
	
	
	
	
	
	
	
	

Size	 A	(mm)	 B(mm)	 C	(mm)	 Weight	(kgs)	

DN15	 108	 123	 28	 0.45	

DN20	 141	 132	 32	 1.35	

DN25	 141	 132	 32	 1.35	

Performance	Curves	 Typical	Installation	

	 	

	
	
	

	 	


