
PPH.27

PP-H Reducer Butt Weld

SIZE (d) d1 CODE kg L L1 L2

25 mm 20 mm 727 908 537 0.007 kg 50 20 20

32 mm 20 mm 727 908 542 0.010 kg 50 20 20

32 mm 25 mm 727 908 541 0.011 kg 50 20 20

40 mm 20 mm 727 908 548 0.015 kg 58 20 23

40 mm 25 mm 727 908 547 0.016 kg 55 20 20

40 mm 32 mm 727 908 546 0.019 kg 55 20 20

50 mm 25 mm 727 908 554 0.025 kg 60 20 20

50 mm 32 mm 727 908 553 0.027 kg 60 20 20

50 mm 40 mm 727 908 552 0.030 kg 60 20 20

63 mm 32 mm 727 908 560 0.043 kg 65 20 20

63 mm 40 mm 727 908 559 0.047 kg 65 20 20

63 mm 50 mm 727 908 558 0.052 kg 65 20 20

75 mm 40 mm 727 908 566 0.058 kg 68 20 20

75 mm 50 mm 727 908 565 0.065 kg 65 20 20

75 mm 63 mm 727 908 564 0.074 kg 65 20 20

90 mm 63 mm 727 908 571 0.107 kg 75 22 19

90 mm 75 mm 727 908 570 0.117 kg 75 22 19
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110 mm 75 mm 727 908 577 0.193 kg 90 28 18

110 mm 90 mm 727 908 576 0.216 kg 90 28 30

125 mm 110 mm 727  908 580 0.325 kg 100 32 30

140 mm 110 mm 727 908 585 0.405 kg 110 33 29

140 mm 125 mm 727 908 584 0.447 kg 110 34 30

160 mm 110 mm 727 908 590 0.550 kg 120 39 27

160 mm 140 mm 727 908 588 0.625 kg 120 40 35

180 mm 90 mm 727 908 978 0.670 kg 157 45 22

180 mm 110 mm 727 908 977 0.550 kg 157 45 28

180 mm 125 mm 727 908 976 0.520 kg 136 45 32

180 mm 140 mm 727 908 975 0.520 kg 136 45 35

180 mm 160 mm 727 908 974 0.530 kg 136 45 35

200 mm 160 mm 727 908 592 1.120 kg 145 50 40

200 mm 180 mm 727 908 979 0.710 kg 151 50 45

225 mm 110 mm 727 908 595 1.330 kg 160 55 35

225 mm 160 mm 727 908 596 1.470 kg 160 55 40

225 mm 180 mm 727 908 983 0.941 kg 171 55 45

225 mm 200 mm 727 908 597 1.650 kg 160 55 50
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250 mm 160 mm 727 908 990 1.483 kg 194 60 55

250 mm 225 mm 727 908 987 1.041 kg 182 60 55

280 mm 225 mm 727 908 992 1.804 kg 200 85 80

280 mm 250 mm 727 908 991 1.311 kg 200 85 90

315 mm 225 mm 727 908 997 2.615 kg 230 95 85

315 mm 250 mm 727 908 996 2.204 kg 230 95 95

315 mm 280 mm 727 908 995 1.590 kg 230 95 107

355 mm 250 mm 727 908 963 4.400 kg 245 90 60

355 mm 280 mm 727 908 962 4.100 kg 245 90 70

355 mm 315 mm 727 908 961 3.700 kg 245 90 80

400 mm 315 mm 727 908 966 5.300 kg 260 95 80

400 mm 355 mm 727 908 965 4.800 kg 260 95 90
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