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PVC-U Union

SIZE PN | EPDM CODE kg 21 | z2 D | L1|L2]| G
10mm | 3/8" 15 | 721 511 105 | 0.025kg 3 8 35 | 19 | 24 | 34"
15mm | 1/2" 15 | 721 511 106 | 0.043 kg 3 9 43 | 21 | 26 | 1
20mm | 3/4" 15 | 721 511 107 | 0.065 kg 3 9 53 | 24 | 29 |1.25"
25 mm A" 15 | 721 511 108 | 0.095 kg 3 9 60 | 27 | 32 | 15"
32mm | 125" | 15 | 721 511 109 | 0.168 kg 3 10 | 74 | 32 | 38 | 2
40mm | 1.5" 15 | 721 511 110 | 0.220 kg 3 10 | 83 | 33 | 40 |2.25"
50 mm 2" 15 | 721 511 111 | 0.400kg 3 10 | 103 | 40 | 46 |2.75"

A Union End: Solvent cement socket
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SIZE PN VITON CODE kg z1 z2 D L1 L2 G
10 mm 3/8" 15 721 511 130 | 0.025kg 3 8 35 19 24 | 3/4"
15 mm 1/2" 15 721 511 131 0.043 kg 3 9 43 21 26 1"
20 mm 3/4" 15 721 511 132 | 0.065kg 3 9 53 24 29 |1.25"
25 mm 1" 15 721 511 133 | 0.095kg 3 9 60 27 32 1.5"
32 mm 1.25" 15 721 511 134 | 0.168 kg 3 10 74 32 38 2"
40 mm 1.5" 15 721 511 135 | 0.220kg 3 10 83 33 40 |2.25"
50 mm 2" 15 721 511 136 | 0.400 kg 3 10 103 40 46 | 2.75"
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The technical data are not binding and not expressly warranted characteristics of the goods.
They are subject to change. Our general conditions of sale apply.






