
PVDF.30

PVDF Butterfly Valve Type 567
Hand lever with ratchet settings
▲ Wafer style suits all flanges

▲ 2 x Full Face Gaskets supplied with valve delivery

▲ Can be actuated

SIZE (d) d2 H H1 H2 H3 L L1 L2
63 mm 104 264 77 134 54 45 106 205
75 mm 115 277 83 140 54 46 106 205
90 mm 131 289 89 146 54 49 106 205

110 mm 161 325 104 167 55 56 106 255

140 mm 187 352 117 181 55 64 106 255
160 mm 215 373 130 189 55 72 106 255
225 mm 267 435 158 210 67 73 140 408

SIZE (d) PN kv-value FPM CODE kg 

l/min
(Δp=1bar)

63 mm 10 1470 175 567 002 1.080 kg 
75 mm 10 2200 175 567 003 1.192 kg 
90 mm 10 3000 175 567 004 1.372 kg 

110 mm 10 6500 175 567 005 2.072 kg 

140 mm 10 11500 175 567 006 2.667 kg 
160 mm 10 16600 175 567 007 3.887 kg 
225 mm 10 39600 175 567 008 6.545 kg 
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The technical data are not binding  and not expressly warranted characteristics of the goods. 
They are subject to change. Our general conditions of sale apply.




