
Butterfly valve type 145 PVC-U 100-230V
With manual override

Model:
• Voltage 100-230V, 50-60Hz
• Factory set control range 90°<)
• Heating element, position feedback (Open/Close/ Middle)
• Overall length according to EN 558, ISO 5752 (DN50-200 line 25, DN250-300 line 16)
• Connecting dimension: ISO 7005 PN 10, EN 1092 PN 10, DIN 2501 PN 10, ANSI/ASME B 16.5

Class 150, BS 1560: 1989, BS 4504, JIS B 2220

Option:
• Other valve and actuator configurations available
• Optional accessories: Fail-safe return unit, Monitoring board, Position controller, Profibus DP

board
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63 2 50 10 1470 199 145 002 6.138 199 145 022 5.682
75 2 1∕2 65 10 2200 199 145 003 7.213 199 145 023 5.786
90 3 80 10 3000 199 145 004 6.360 199 145 024 5.953

110 4 100 10 6500 199 145 005 6.990 199 145 025 6.573
140 5 125 10 11500 199 145 006 7.508 199 145 026 7.147
160 6 150 10 16600 199 145 007 10.062 199 145 027 8.154
225 8 200 10 39600 199 145 008 14.106 199 145 028 14.134
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63 EA-120 104 19 120 125 475 77 134 188 75 45 122 180 250
75 EA-120 115 19 140 145 488 83 140 188 75 46 122 180 250
90 EA-120 131 19 150 160 488 89 146 188 60 49 122 180 250

110 EA-120 161 19 175 191 520 104 167 188 60 56 122 180 250
140 EA-120 187 23 210 216 547 117 181 188 60 64 122 180 250
160 EA-120 215 24 241 241 568 130 189 188 60 72 122 180 250
225 EA-250 267 23 290 295 635 158 210 208 60 73 122 180 250
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63 40
75 54 35
90 67 50

110 88 74
140 113 97
160 139 123
225 178 169
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