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Piping and Automation Systems

PROGEF Standard
Ball valve type 546 Pro
With fusion sockets metric

Model:

Material: PP-H

Lockable lever as standard (DN10-DN50)

For easy installation and removal

Ball seals PTFE

Integrated stainless steel mounting inserts

Z-dimension, valve end and union nut are compatible with type 546 (1% Generation)
Option:

® Interface-module with position feedback sensor, incl. LED feedback (DN10-50)

® Manual spring return lever ("Dead man") (DN10-50)

®* Pneumatic or electric actuators from GF

® Individual configuration of the valve possible

® Multifunctional module with integrated limit switches (DN65-100)

d DN PN kv-value EPDM Weight FKM Weight
(mm) (mm) (bar) (Ap=1 bar) Code (kg) Code (kg)

(L/min)

16 10 10 71 167546401 0.119 167546411 0.115
20 15 10 185 167546402 0.120 167546412 0.123
25 20 10 350 167546403 0.188 167546413 0.184

32 25 10 700 167546404 0.256 167546414 0.258

40 32 10 1000 167546 405  0.444 167546 415  0.451

50 40 10 1600 167546406 0.608 167546416 0.617
63 50 10 3100 167546407 1.108 167546417 1.130
75 65 10 5000 167546 408 3.322 167546418  3.335
90 80 10 7000 167546 409 4701 167546419  5.500
110 100 10 11000 167546 410 7.276 167546 420  8.700
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